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1. General Information

2. Flow Ranges

DN m³/h DN m³/h
Qmin Qmax Qmin Qmax

15 6,48 11,52 1152
11,52 18

25 18 25,2
32 28,8 34,56 3456

45 45
72 72

65 1,152 115,2
1,8 138,6
2,88 288

125 4,32 432 228,6
6,48 648 282,6
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3. Technical Data

Outputs

Protection
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DN L (mm) A (mm) D (mm) Weight (Kg)

2

15 145 95 2

2

25 155 115 2.5

32 3.5

5

165 6

65 185 9

275 11

13.5

125 335

285 25

35

41

488 55

595 65

645

715

855 155

325

1145 1125

1245 1255
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1. 

2. 
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4. Important

5. Location
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1.

CAUTION! 

6. Electric connections
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BLOQUE DE TERMINALES 

Sensor
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3.

4.

2.
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1.
TEST INT CL 1 to TEST INT CL 30.

2.

DELTA V
100%FLOW

3. Press EXE

 or 

Q

MAX

MIN

AVR (Average)

Press 

7. Instrument start

Press EXE

WARNING! 

-
red.  
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as standard. 

A. Menu options, commands

Main menu options

RETURN Return to previous LANGUAGE

ANALOG 
OUTPUT

PULSE OUTPUTS

COMPARATOR FREQUENCY 
OUT.

DAMPING COMMUNICATION

DATALOGGER
gger 

SIMULATION

SENSOR MEASUREMENT

TIME PASSWORD

DISPLAY SERVICE
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B. Multifunctional outputs
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B1. Pulse setting

B2. Status report setting

WARNING!

E5. 

1. 

2.  

3. 

4. 

5. 

1. 

2. 

3. 

4. 
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C. Analogue output

1. 

2. 

3. 

4. 

5. 

6. 
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E. Damping

1. 

2. 

3. 

4. 

5. 

6. 
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F. Dead band setting

G. Datalogger

WARNING! 

1. 

2. 

3. 
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G1. Datalogger setting without time mask

1. 

2. 

3. 

4. 

5. 

6. 

7. 
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G2. Datalogger setting with time mask (using real time)

G3. Examples of time mask setting 

1. 

2. 

3. 

4. 

5. 

6. 

7. 
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G4. Datalogger submenu 

1. 

2. 

1. 

2. 

1. 

2. 

RETURN RUN*
STOP START

PER MASK
VAR



I. Password setting

J. GSM module activation

1. 

2. 

3. 

1. 

2. 

3. 

4. 

TOSCANO LINEA ELECTRONICA, S.L.


